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YANKEE TOOLS 


I N a catalogue issued some years ago it was stated “Yankee Tools are the newest, 
cleverest and quickest selling tools of the kind so far offered to the trade.” That 
holds as true to-day as it did then, and ten years' practical use has shown them to 
be without equal in quality or efficiency. 



They were named “Yankee” when first brought out because they were actually 
invented by a Maine Yankee, but more particularly because they embodied that ingenuity 
and slickness in their construction and in the doing of work for which they were intended, 
which has made Yankee inventions famous the world over. This Yankee inventor has 
since died, but other men have taken up the work of developing the line. Some of the 
results of their work are several new Yankee Tools shown in these pages, which will be 
found to do some things not heretofore done satisfactorily and to make work easier. 
(See pages 10-14.). 



“Yankee Tools” have been in the market since 1898. Each year has shown a 
notable increase in the sales. 



All who have used them continue to do so with increased satisfaction. More and 
more mechanics are using them as they find from the experience of their fellow workmen 
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that they do the work more quickly and efficiently, wear longer and make work easier. 
When other tools, and good tools at that, are said to be as good as Yankee Tools, 
there can be no question as to ‘ ‘Yankee’ ’ Tools being the standard of their kind. 


‘ ‘Yankee’ ’ Tools were the first good tools to be offered at reasonable prices and that 
made it possible for every up-to-date mechanic to buy and use such tools for driving 
screws and drilling holes. No such mechanic to-day is without some “Yankee” Tool in 
his kit, most likely a Spiral Driver, or Ratchet Screw Driver, probably both and one of 
the Drills as well. If a mechanic “is known by his tools,” the user of “Yankee” Tools 
stands in the front rank of his trade, because they stand for quality, efficiency and dura¬ 
bility. There are none so good. 


“Yankee” Tools appeal not only to mechanics, but as well to the man who delights 
in “fixing up” things in his home, in adding little Conveniences in way of a shelf, closet, 
etc., and doing other odd jobs that make his house a place of comfort and delight. To 
such a man the Spiral Ratchet Screw Driver with its various attachments, or the Tool Set, 
makes the strongest appeal and is his best helper. 




“Yankee” Tools are simple in construction, strong, durable, do not get out of order, 
work smoothly and quickly, wear well. They are accurately made of the best quality of 
materials, all metal parts are handsomely polished, and all except blades or bits nickel 

3 








plated. The bits and drill points are made of especially high grade steel, are thoroughly 
tested and guaranteed in every particular as to quality. 



CSS CSE 

“Yankee’ ’ Tools embrace Ratchet and Spiral Ratchet Screw Drivers and Automatic 
Drills, made in styles and sizes to suit different purposes as described in following pages. 



“Yankee” Tools are sold by all leading dealers in tools and hardware, though not all 
have every style and size in stock. Ask your hardware man to show you “Yankee” 
Tools, they are worth looking at. Any dealer, even though he does not have them in 
stock, can get them from some of the wholesale houses from whom he is buying goods, 
and can therefore supply them if you insist on having “Yankee” Tools, the only course 
to pursue if you want the best tools of the kind made. 



If your dealer refuses to supply “Yankee” Tools, write us. Don’t let him impose 
upon you by giving something else he says is just as good—it is not. See that “Yankee” 
is stamped on the tool. If you have a friend who is likely to be interested in our 
“Yankee” Tools, we will be glad to send him copy of this book, if you will send postal 
card asking us to do so. 

NORTH BROS. MANUFACTURING CO. 


PHILADELPHIA, PA., U. S. A. 
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“YANKEE” RATCHET SCREW DRIVERS 




Ratchet Screw Drivers have been on the market many years, but until the introduc¬ 
tion of the 4 ‘Yankee’ ’ not extensively used because they were crudely made, of poor 
quality, not satisfactory in use and sold at a price that was prohibitive. 

These conditions were changed when the 4 ‘Yankee’' appeared. It was well made, 
of high quality, worked efficiently and sold at a much less price than had been asked for 
the poorer tools. Many thousands of Yankee Ratchet Drivers are sold each year, but 
even now they are not as fully appreciated as they should be as a labor saving tool. 

In the ordinary screw driver the hand must grip and loosen on the handle at every 
partial turn. While the effort is nothing for the one grip, it gets to be work and tiresome 
to the hand when it takes about thirty grips to drive a one-inch ten screw. It can be 
readily demonstrated in tightening and loosening the grip of hand on handle thirty times, 
without driving in the screw. Try it—thirty hard grips on the handle, and see if hand 

doesn't tire a little, and 
that to drive only one 
screw. Then consider 
what it would be to 
put a set of butts on 
door or frame, say two 
dozen screws. 

In a Ratchet Screw 
Driver the handle is 
gripped once and held, 
the hand moved for¬ 
ward and backward 
until screw is driven in. 

The effort or work for 
the thirty grips is done 
by the ratchet. Not 
only is the work less¬ 
ened but time also is 
saved. 
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In these days when all are looking for labor saving tools, “Yankee” Ratchet Screw 
Drivers should make a strong appeal to all who drive screws in or out, because they save 
labor, save time, work easier and are far more convenient than the ordinary screw driver, 
and efficiency, quality and durability considered cost little if any more. 

All ratchet screw drivers heretofore made had one very serious fault in practical use 
—that the friction in the ratchet mechanism was so great that unless a screw was first 
made tight in the wood by some other means, the ratchet screw driver turned the screw 
out in its backward movement as fast as it was driven in by the forward movement of the 
driver. The screw was simply turned in and out instead of being quickly driven in its 
place. Then too, these ratchet drivers were quite noisy in their operation, working with 
a click, as well as unhandy to change from right to left hand. 

In the “Yankee” Ratchet Screw Driver all these faults have been remedied. The 
friction in the ratchet mechanism is so slight as hardly to be felt, the backward move¬ 
ment is as easy as in a good “stem winder” and just as noiseless. The screw stays 

where put in driving in and is not screwed out with 
backward turn of handle. The construction of ratchet 
and pawls is such that neither can bend or break, wear 
or get out of order, and permits a very compact arrange¬ 
ment, making the “Yankee” more convenient in size and 
shape, of less weight and the making of smaller sizes. 
The blades are of the best cast steel, made to order 
from stock especially imported for this and not used for 
any other purpose. From what several steel makers 
say, no such high quality steel is used by any other 
screw driver manufacturer. They are properly tem¬ 
pered, ground and polished, and every single one is 
thoroughly tested before leaving factory. The other 
metal parts except blades are nickel plated and buffed. 
The handles are made of hard wood, smoothly and 
handsomely polished. 

Yankee Ratchet Screw Drivers are made in several 
styles to meet the requirements for all ordinary and 
special use. 
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“YANKEE” RATCHET SCREW DRIVERS 


Right and Left Hand, and Rigid 



No. IO —Adjustment for right or left hand is made by slide moved in direction of 
length of blade. 

Length of Blade, 2 3 4 5 6 8 10 12 inches. 



No. II— Adjustment for right or left hand is made by slide moved in direction across 
length of blade. 

Length of Blade, 2 3 4 5 6 8 10 12 inches. 


No. 12— Same tool as 6 in. No. 11, 
except blade is only l}i in. long. 
Made for special use of mechanics g 
requiring a strong, substantial screw ! 
driver with short blade. Blade, 
fV diam. Length over all, 5% in. 



■iili 




"YANKEE" 



RATCHET SCREW DRIVER ] 









No. IS— Similar to No. 10, but all sizes have T \ diameter blade and differ only in 
length. On the blade is a knurled washer, so blade can be turned with finger and 
thumb while hand presses on handle to hold screw in place. Largely used by 
electrical workers. 

Length of Blade, 2 3 4 5 inches. 
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CTUAL SIZE 





“YANKEE” MAGAZINE RATCHET SCREW DRIVER 




The special features in this tool are the easy removable and interchangeable blades 
and the magazine in handle to hold them when not in use. 

As the four blades vary to suit different sizes of screws, the one driver answers in 
place of four at a large saving in cost and in greater convenience. 

Removable blade screw drivers are not new, but none are so simple, convenient or 
durable as this. The shank is of high quality steel, 4^ inch diameter, with end grooved 
to correspond to forks on blade, and leaving a web of metal to connect this end so it is 
not weakened. 

The blades are of tool steel, and by an ingenious device are held securely in place, 

and yet readily removable by pulling out with fingers. 
The blades are kept in magazine in handle. Holding 
the driver handle down, the end of magazine drops, so 
as to be easily removed. When in use magazine is flush 
with end of handle. The ratchet mechanism for right* 
or left hand and rigid is same as in other Yankee Tools, 
as is the high standard of quality of materials and 
workmanship. 

Made in two sizes, differing only in length of 
shank, viz. : 


No. 65 —I-inch (length of shank, 1% inches). Entire length, 
6% inches. 

No. 65 —6-inch (length of shank, 6 inches). Entire length, 
11X inches. 


“YANKEE” BIT HOLDER FOR BRACES 


No. 66 —Holder, with four heavy blades, for use in bit brace, 
length, inches. 
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“YANKEE” RATCHET SCREW EYE DRIVER 

Nos. 80 and 81 



The need of a tool to drive screw eyes is evidenced in the 
number of attempts made to provide it, though nothing of practical 
value has been produced until now. The Yankee Screw Eye Driver has been practically 
and thoroughly tried by those who have to drive screw eyes largely, and pronounce it 
not only practical, but a tool that is much needed, as screw eyes are troublesome and 
tiresome to drive and only done slowly. 

The Yankee Screw Eye Driver consists of regular Ratchet Driver, with a holder or 
fork on end of blade. Outside there are two spring steel jaws fastened together at lower 
end, kept in place by ring surrounding them, which ring is fastened to fork on end of 
blade. A spring between fork and lower end of jaws keeps 
latter in position to hold screw eye, as shown in illustration. 

Pushing up the jaws with thumb of hand holding driver, 
the point of jaws readily open to insert screw eye, which 
should be pushed down into holder so it rests solidly in V 
shaped groove. The jaws are then released and grasp 
screw eye as shown in illustration. This tool is equally 
valuable for taking out screw eyes. The jaws are pushed 
over screw eye and driver turned, the spring jaws holding 
screw eye when loosed, so it does not fall to floor. The 
knurled washer on blade is to start screw eye with thumb 
and forefinger, while the hand holds the tool. Especially 
valuable in places where only the one hand can be used. 

The ratchet movement is same as other Yankee Tools, 
right and left hand or rigid. Quality of materials and work¬ 
manship are of same high standard as other Yankee Tools. 

The Screw Eye Ratchet Driver is made in two sizes: 

INo. 80 —To hold screw eyes No. 12 wire and smaller. Entire 
length, 5^ inches. Weight 3 ounces. 

No. 81 —To hold screw eyes No. 8 wire and smaller. Entire length. 

6X inches. Weight 5 ounces. 
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“YANKEE” RATCHET SCREW DRIVERS 


Right and Left Hand, and Rigid 

WITH SCREW HOLDER ATTACHMENT 



The Screw Holder is a simple, inexpensive attachment to hold screw, put it in place, 
drive it in, especially in places difficult to reach and where only one hand can be used, 
and that does the work effectually without interfering with the ordinary use of the Screw 
Driver. The attachment consists of 
two jaws, fastened to a head at one 
end, a ring to limit spread of jaws at 
other end and a spring to operate jaws. 

Holding the Screw Driver in right 
hand, use thumb to push up the head 
(the part next to handle) which separates 
the jaws. Insert screw between jaws 
with slot over end of bit. Remove 
thumb and the spring closes jaws and 
holds screw firmly, as shown in illus¬ 
tration. 

When screw is ratcheted in place the jaws will open as the head of screw sinks into 
wood, so screw can be driven in flush with surface without having to unfasten holder. 
It releases automatically. In many places where it would be annoying to drop a screw 

in removal, it can be partly turned out, holder 
slipped over it and removed in holder. In ordinary 
work where screw holder is not required it is pushed 
back on blade toward handle, as in illustration, 
where it will stay out of way and yet ready for use at any moment. 

The Screw Holder Attachment is furnished only attached to^ “Yankee'* Ratchet 
Screw Drivers. It cannot be furnished separately for tools already in use, as the holder 
must be fitted to blade. 

For styles and sizes see next page. 
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“YANKEE” RATCHET SCREW DRIVERS 


Right and Left Hand, and Rigid 

WITH SCREW HOLDER ATTACHMENT 



No. IIO —(Same as No. 10, but with Screw Holder attached.) 

Length of Blade, 3 4 5 6 8 inches 



No. Ill —(Same as No. 11, but with Screw Holder attached.) 

Length of Blade, 3 4 5 6 8 inches. 



No. IIS —(Same as No. 15, but with Screw Holder attached.) 

Length of Blade, 3 4 5 inches. 
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“YANKEE” SPIRAL SCREW DRIVERS 



Of all the distinctively labor saving tools made in the last twenty-five years, none 
have grown more in favor and put into practical use than the Spiral Screw Driver. They 
are about as indispensable to the live mechanic to-day, as the hammer, hatchet or saw. 
It is unquestionably the quickest and 
most effective tool made for driving or 
drawing screws. It drives screws in 
about one-third the time of the ordinary 
screw driver and with considerably less 
effort. 


The work is done not by turning the handle, but by 
pushing it. It has a rod or spindle with either one or 
two spirals cut in it, and to one end of which is attached 
the bits by means of a chuck. On the spiral rod are 
either one or two nuts attached to handle. When 
handle is pushed the nut sliding in the spiral groove 
revolves the spindle or rod to which is attached the bit. 
The earlier Spiral Drivers were made only to drive screws 
in. They were heavy and clumsy, poorly made and 
costly, but with all these drawbacks their advantage as a 
labor saving tool was so conspicuous that they rapidly 
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came into use. While the introduction of the Spiral Driver worked a revolution in the 
driving of screws, the introduction of the “Yankee’ ’ worked a revolution in Spiral Screw 
Drivers. At that time, 1898, there were some fifteen or more Spiral Drivers in the 
market. To-day practically all of them have disappeared and the “Yankee" has become 
the standard tool of this kind and used almost universally. The reason for this was the 
better design, simpler construction, greater compactness, lesser weight, greater strength, 
perfect workmanship, smoother working, ease of operation, and especially, with all these 
advantages, the fact they were offered at a price so much less than had been asked for 
such tools, that every mechanic could afford to buy one. The result was that the 
“Yankee" practically displaced all other Spiral ScrSw Drivers. Probably nine out of ten 
mechanics use the Yankee and the tenth will buy a “Yankee" next time. 

Yankee Spiral 
Ratchet Screw Drivers 
are made in two styles: 

One style (the No. 

20) is for a special class 
of work where the driv¬ 
ing of screws in place 
is the only require¬ 
ment. The spindle 
has a single spiral and 
a nut. Pushing on 
handle drives the screw 
in. Provision is made 
for the occasional with¬ 
drawal of a screw in 
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fastening the spindle to the handle, thus making a rigid Screw Driver. This tool has also 
a ratchet movement, useful in finishing the driving of the screw. 

The other style (Nos. 30-31-35) is the standard for Spiral Screw Drivers, and drives 
or draws screws by pushing on handle, or by a ratchet movement, or it can be made 
rigid, as an ordinary screw driver. The spindle has two spirals, one right and one left 
hand with corresponding nuts. To drive screws in, the shifter is moved to end of slot 
toward bit, to drive screws out, it is moved to end of slot toward handle. Screws can be 
ratcheted in or out by turning the handle as in a Ratchet Screw Driver (setting shifter 
same as for pushing screws in or out), with the tool closed up and locked by turning the 
milled collar in front of shifter case a quarter turn to the left. When closed and locked 
(with shifter midway between ends of slot), the tool becomes rigid or as an ordinary 

screw driver. It can 
also be made rigid with 
spindle fully extended 
and shifter midway 
between ends of slot. 

In this position it be¬ 
comes especially effec¬ 
tive as a long screw 
driver to reach out-of- 
the-way places. 

The durability of 
the Spiral Screw Driver 
is dependent upon the 
quality of materials and 
workmanship of the 
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Spiral Rod and the nuts working in same. In the “Yankee'' the Rod is of steel, the spiral 
grooves milled and made smooth by specially designed machinery. The nuts are of a 
specially made hard brass and made to accurately fit spiral grooves in spindle. No Spiral 
Driver made has ever approached the “Yankee" in wearing qualities. Neither the pawls 
or ratchets can bend, break or get out of order. The friction in the ratchet mechanism 
is so slight as hardly to be felt. The movement is as easy as a “stem winder" and 
quite as noiseless. 

All Yankee Spiral Drivers are furnished with three bits of different widths and thick¬ 
ness. They are made from the best cast, steel, made to order from stock especially 
imported for this and not used for any other purpose. From what several steel makers 
say, no such high quality steel is used by any other screw driver manufacturer. They are 

properly tempered, ground and polished. Every bit is 
thoroughly tested before leaving factory. The other 
metal parts are nickel plated and buffed. The handle 
is made of hard wood, smoothly and handsomely 
finished. 

Special attachments for use in “Yankee" Spiral 
Screw Drivers are made for drilling and countersinking 
holes, also special Bits with Screw Holder Attachment 
and for driving Screw Eyes, and are described on fol¬ 
lowing pages. The No. 30 Spiral Ratchet Screw Driver 
with these Attachments is unequalled in the variety and 
efficiency of work it will do in a tool of so small a 
compass and reasonable price. 
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“YANKEE” SPIRAL RATCHET SCREW DRIVERS 


Regular Pattern, Right and Left Hand, and Rigid 



No. 30— This is the standard size. It drives or draws screws by pushing on handle, 
or by ratchet movement of handle, and can be made rigid as an ordinary screw driver 
by an ingenious locking device when closed. Its advantage over all similar tools is 
its greater simplicity, compactness, strength, durability and easy operation. Three 
bits of different widths are included with each tool. The extreme length of tool 
with bit in chuck is 13}4 inches when closed and 19}( inches when extended. 



Heavy Pattern, Right and Left Hand, and Rigid 


No. 31 —This tool is of same design as No. 30, but is made considerably heavier and 
stronger throughout, for use in car shops, etc., where heavy screws are required to 
be driven or drawn. Three bits of different widths are included with each tool. 
The extreme length of tool with bit in chuck is 17% inches when closed, and 26% 
inches when extended. 

For attachments to drill and countersink holes, screw holder bits and screw eye holder bits, see page 22-23. 
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“YANKEE” SPIRAL RATCHET SCREW DRIVERS 


Light Pattern, Right and Left Hand, and Rigid 



El it) ~ - 41—ffl 


No. 35 —It is intended for electrical workers, cabinet makers, carpenters and mechan¬ 
ics having a large number of small screws to drive, and where a lighter tool will be 
much more sensitive and convenient than the standard pattern or No. 30. 

It is small enough to be conveniently carried in the pocket, measuring 7 inches 
long when closed (without bit) and weighing complete less than 7 ounces. 

The bits are straight, so they can be used to drive screws through holes in insu¬ 
lators, etc., where the flattened blades will not pass through holes. Extra long bits 
can be supplied for this tool. The length of tool with bit in chuck is 9/4 inches 
when closed, and 12^4 when extended. 



Right Hand only and Rigid, for Driving Screws only 


No. 20— Made for a special class of work where the driving of screws in place is 
the only requirement. Provision is made for the occasional withdrawal of screws in 
making the blade rigid as in an ordinary screw driver, by pushing shifter to opposite 
end of slot. A ratchet movement is provided to finish driving of screw. Three 
bits of different widths are furnished with each tool. Made in three sizes : 

No. I —Extreme length with bit in chuck, 10 in. closed or 14 in. extended. 

No. 2- “ “ “ “ 12 “ “ 17 

No. 3— “ “ “ “ 13 “ “ 19 

For attachments to drill and countersink holes, screw holder bits and screw eye holder bits, see page 22-23. 
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Attachments for “Yankee” Spiral Ratchet Screw Drivers 


They cost little, but add very much to the all-around usefulness of these tools. In 
ordering attachments be particular to state for what size and style Spiral Ratchet Screw 
Driver they are wanted. 

Those for No. 30, have shanks %2 in. diameter and fit No. 20 size 2. 

Those for No. 31, have shanks 5 /\$ in. diameter and fit No. 20 size 3. 

Those for No. 35, have shanks %2 in. diameter and fit No. 20 size 1. 

The shanks are same diameter as regular bit where it fits in Chuck and Spiral Driver. 


CHUCK WITH DRILL POINTS 



For Nos. 30-31 and 20 size 2 and 3 eight drill 
points, T V to inclusive, as shown in illustration, are 
furnished with Chuck; for No. 35 and 20 size 1 only 
three drill points, yV to are furnished with Chuck. 

The sets are packed in round wooden boxes. 


The outside of Chuck corresponds 
to bit of Driver in size, the inside to 
shank of Drill Points used in “Yankee” 

Automatic Drills. The drill point is first put in 

chuck as in illus¬ 
tration, and the 
two together put 
in chuck of Spiral 
Driver the same 
as ordinary bit. 
The Spiral Driver 
is set for right 
hand and drill re¬ 
volved by push¬ 
ing down on han¬ 
dle or by ratchet 
. movement, same 
as driving in 
screws. 


16 m 
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Attachments for “Yankee” Spiral Ratchet Screw Drivers 



COUNTERSINK 

Made of superior steel and can be used in either 
hard or soft woods. 

Furnished for Nos. 30-31-35 and 20 size 1-2 and 3. 


BIT WITH SCREW HOLDER 



A longer bit than 
regular, with holder 
attached to hold screw, 
put in place and drive 
it in, especially in 

places difficult to reach or where only one hand can be used. When screw is driven in 
place the jaws open as the head of screw sinks into wood. 

Made for Nos. 30-31-35 and 20 size 1-2 and 3. 


BIT WITH SCREW EYE HOLDER 



A bit with fork and spring holder to hold screw eyes 
or screw hooks to put in place and drive them in, par¬ 
ticularly in out-of-the-way places or where only one hand 
is available. Can also be used for taking out screw eyes, 
the holder keeping them from falling down. 

Made for No. 30 and 20 size 2, to hold No. 8 and 
smaller screw eyes, and for No. 35 and 20 size 1, to hold 
No. 12 and smaller screw eyes. 

Not made for No. 31 or 20 size 3. 


SLOTTED OR BICYCLE BIT 


Same as medium 
size bit, but with slot for nipples, as shown in illustra¬ 
tion. Furnished only for No. 30 or 20 size 2. 
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AUTOMATIC DRILLS 


These are intended for boring holes in wood for various purposes, as setting screws, 
brads, nails, etc. They can be used in many places where a gimlet, brad awl or brace 
cannot be used and are very much more efficient. Holes can be bored in either soft or 
hard wood without splitting. The drill point is revolved by pushing down on the handle, 
a spring inside the tool forces the handle up and ready to be pushed down again. As a 
single push causes several revolutions of drill point, and the handle can be readily pushed 
down a couple hundred times a minute, the drilling of a hole is done very quickly. 

The revolutions resulting from pushing on handle is secured by a mechanism similar 

to that on the Spiral Screw Driver, that is a rod or 
spindle in which a spiral groove is cut in connection 
with a nut sliding on the same. The nut is connected 
to handle, which, when pushed down, causes the spiral 
rod to revolve. To secure durability and easy working, 
great care is given to both quality of material and 
workmanship. The spindle is of steel and the spiral 
groove milled and made smooth by special machinery. 

The nut is of a specially made hard brass and made < 
to accurately fit spiral groove. 

The best styles of Drills have magazines in the 
handle to hold the drill points furnished with the tool. 

This magazine in the “Yankee” Drills has a distinct 
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advantage, in that, when opened all the drill points are in plain sight, enabling the user to 
quickly select the proper size for work in hand. Drill points are separated from each other 
by partitions in the magazine, so that various sizes do not get mixed up. The magazine 
is quickly closed and locked, so there is no chance of losing any of the drill points. 
The chucks for holding drill points are strong, durable and convenient, and hold drill 
points tight so they cannot be pulled out, as well as rigid and in line with spindle. Eight 
drill points, sizes b eVH inch are furnished with each Yankee Drill, 

except the No. 43 made for light work, which has only three smallest sizes. The drill 
points are alike for all “Yankee” Drills. 

All metal parts of the Drills are nickel plated and buffed. In several styles, wood 

handles without any 
magazine for drill 
points are used, to se¬ 
cure a lower price tool. 

In these the drill points 
are packed in small 
round wooden boxes. 

Handles on these are of 
hard wood, smoothly 
and handsomely pol¬ 
ished. The various 
styles are described in 
following pages. 
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“YANKEE” AUTOMATIC DRILLS 



No. 40 —Has ratchet movement which can be used 
to advantage in hard or tough woods. Has eight 
drill points, T V to H inches, which are in plain 
sight when magazine is open. Entire length of 
tool, inclusive of drill point, is \0 3 /i inches. 




No. 41 —Has eight drill points, re to ii inches, 
which are in plain sight when magazine is open. 
During the return movement of handle the drill 
point revolves backward to clear chips, etc. Entire 
length of tool, inclusive of drill point, 11?4 inches. 



No. 42— Same as No. 41, but without any magazine for drill points, and has a wood 
in place of metal handle, hence lower price. Drill points are in wood box. Entire 
length of tool, inclusive of drill point, 11 inches. 
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“YANKEE” AUTOMATIC DRILLS 




No. 43— For use where only the smaller sized drill points are required to secure a 
lighter tool, with less likelihood of breaking drill points, greater convenience and 
lesser cost. Only three drill points are furnished with.each tool, rV» 6% and A- The 
entire length of tool, including drill as shown, is 10 Y\ inches. 


No. 44 —Spring with adjustable tension. Of all 
‘ the automatic drills there has never been one entirely 
satisfactory, because no one strength of spring in 
these tools would answer in both soft and hard 
woods, or for large and small drills furnished. A spring of average strength had to 
be used. The cap on top of drill has a screw attached to it, by revolving which the 
spring is made longer or shorter, and as a result weaker or stronger. The spring is 
held at any desired tension by a small bolt engaging in cap and operated by the small 
knob on side of handle. The drill has eight drill points, jt to H, in magazine in 
handle, arranged to show all in plain sight. This magazine is an improvement over 
others in that when tool is held to insert drill in chuck, the open end of magazine is 
up, same as chuck. Entire length of tool, inclusive of drill points, 11^ inches. 




DRILL POINTS 




a 


(Cut full size) 
FOR 

“YANKEE” 

DRILLS 



Nos. 40-41-42 
43-44 

Can be supplied 
in sets or 
separate sizes 
as desired. 
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“YANKEE” RECIPROCATING DRILL 


FOR DRILLING WOOD AND METALS 





No. SO —This drill differs very materially in design and workmanship from any having same appearance. 
It is designed for use in drilling in steel, iron, brass and other metals, as well as all varieties of woods. 
It is so constructed that the drill runs continuously to the right, during both the forward and backward 
movement of the driver, hence drills continuously. The pressure to feed the drill is had by the pressure 
against the head of the tool, which is provided with ball bearing to reduce the friction. While lighter in 
weight, and therefore more convenient in use, it is in all essential points stronger than other apparently 
similar tools. The chuck is of new design, has three jaws, is accurate and stronger and more durable 
than similar chucks, and will not get out of order. 

No drill points are fur¬ 
nished with this tool—the 
user furnishing such quality, 
style and size best suited for 
work required in wood, iron, 
steel, brass, etc. The chuck 
will hold any drill with 
straight shank 3 /\6 in. diam¬ 
eter or less. To open or 
close chuck move the driver 
up to chuck, push down the 
catch in lower end of driver, 
which holds fast the driver 
on spindle. After drill is 
put in chuck and tightened, 
push up the catch, releasing 
driver from spindle so it can 
be moved backward and for¬ 
ward to operate drill. 

The movement or trav¬ 
erse of the driver is 8)4 in. 

The entire length of tool 
without drill is 16 in. 
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“YANKEE” MAGAZINE POCKET SCREW DRIVER 


No. 60— The need and usefulness of this tool 



will be instantly recognized. There is nothing 
just like it or that can be compared with it in 
the market to-day. It is made with four 
detachable blades of varying widths and thick¬ 
nesses to suit different size screws. 


The blades are kept in magazine formed by handle. The tool is small and convenient 
to carry in the pocket, measuring when closed only 3 inches long and inch in diameter, 
and weighing only two ounces. The illustration above shows the tool of half size. 

It is made of steel, handsomely polished and nickel plated. 



It is invaluable to 
the sportsman in his 
trips, whether with gun 
or rod, or in an auto¬ 
mobile or launch. 

Equally so to the 
man at home or at his 
desk, and to the me¬ 
chanic who has to 
travel around with a 
kit of tools and wants 
it with as little weight 
as possible. 
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In response to frequent demands for our ‘‘Yankee* ’ Screw Drivers put up in sub¬ 
stantial and well finished boxes, to be used by mechanics who desire to keep tools in fine 
order, and by gentlemen or amateur mechanics who especially appreciate tools put up 
in handsome sets, we have prepared the set as illustrated above. The box, which is very 
substantially made of oak, handsomely finished, contains one each of the following 
"‘Yankee’’ Tools, described on other pages : 

No. 30 Spiral Ratchet Screw Driver. 

Chuck, with drill points, eight sizes, TVeVA-eVi-eVA-ii inches, to use for 
drilling holes with the No. 30 Spiral Ratchet Screw Driver. 

Countersink to use in same tool. 

No. 11 Ratchet Screw Driver, with blade 6 in. long. 

No. 15 Ratchet Screw Driver, with finger turn on blade, with blade 3 in. long. 

These are the styles and sizes of “Yankee” Tools most in demand, and the combina¬ 
tion in a set covers all the usual requirements in tools for driving and drawing out screws. 
The tools are easily removed from box, and when it is closed are held firmly in place. 

The box measures 12}4 x4^ x 2^4 inches. 
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“YANKEE” DRILL CHUCK 



The “Yankee” Drill Chuck is designed to meet the requirements in shops for a 
Chuck that will hold drills firmly and release them readily by hand and without the use 
of a key, spanner, etc. 

It is the only Chuck we know that will do this satisfactorily. It has been in use in 
our own shops for two years and preferred to any Drill Chucks made. 

The “Yankee” Drill Chuck is compact, strong, well-proportioned 
and of simple construction. It is accurate, durable and guaranteed to 
hold true. The body, etc., is made of best grade of machinery steel, 
the jaws of best drill rod steel and not liable to break. 

The Chuck is not affected by dirt or liable to get out of order by 
such carelessness as disables most Drill Chucks. 

It is designed for the hardest service a chuck can be put to, and will 
hold drill tight after long continued use as well as when new, with the 
simple tightening by hand only. It is especially adapted for light and 
rapid drilling where accuracy and tight or sure grip are required. 

The “Yankee” Chuck is compact, small in diameter for its capacity, 
as will be noted from dimensions below. It is reasonable in price. 

No. 1 holds 0— s /i6 in. drills. 15 /ic diam. by V/a, extreme length. Weighs S'/ 2 ounces. 

No. 2 holds 0 - 5 /i6 in. drills. l 5 /i6 diam. by 3 7 /i6 extreme length. Weighs ounces. 

No. 3 holds 0— Y% in. drills. 1%6 diam. by 4 extreme length. Weighs Xl'/z ounces. 

ARBORS with ^-inch diameter shanks can be furnished to fit these chucks. 



32 
































*K«»wl^P 
1 & §$ ^' »# % %': |f gfelfc 






